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Fig. 1 

 
Fig. 2 



 
 
 
 

 

 
 

  



 
 
 
 

 

 

 

 
 

 

 

Fig. 3 

 

 

Fig. 4 

 



 
 
 
 

 

 

  

  

 

 

 



 
 
 
 

 

 

 

The mill is shipped with complete set of tools for dismounting, maintaining and cleaning. 

For dismantling of the blade-grinding rotor a special extractor tool is provided. Please see 

tables below.  
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ATTENTION!                                                             

DURING DETACHING, EXCHANGING OF 

GRINDING GEOMETRIES THE DRIVE 

MUST BE DISCONNECTED FROM POWER 

SUPPLY. 
 

 

 

 

DURING LONGER OPERATION AND HIGH LOAD THE 

GRINDING CHAMBER CAN HEAT UP SIGNIFICANTLY - RISK 

OF BURNS. 

 

  

MAKE SURE THAT GRINDING GEOMETRY GETS CLEANED 

THOROUGHLY AFTER EACH USAGE. 

 

NEVER TOUCH A ROTATING ROTOR OF THE GRINDING 

GEOMETRY. HIGH RISK OF INJURY.  
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The grinding chamber can be cleaned with water and in the ultrasonic bath. Make sure that 

chamber is completely dry before it is remounted in order to prevent the formation of fit 

corrosion. 
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REGISTER NOW 

 
kinematica.ch/warranty-upgrade 

 

 

 

http://www.kinematica.ch/en/contact-service/service-and-repair.html 

 

 

 

 service@kinematica.ch 

  

http://www.kinematica.ch/warranty-upgrade.html
http://www.kinematica.ch/en/contact-service/service-and-repair.html
mailto:service@kinematica.ch


 
 
 
 

 

 

 

 

 
 

 

 



 
 
 
 

 

Appendix A. 

 

 



 
 
 
 

 

Appendix B. 

 

 

 



 
 
 
 

 

 

 

 


